SleepView Monitor
+ Web Portal

HOME SLEEP TESTING
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Expanding the reach of your sleep services today and tomorrow



SleepView" Monitor

SleepView is a small and light weight

home sleep testing monitor meeting
AASM recommended guidelines.

TYPE 111, 8 CHANNELS

Home Sleep Monitor with AASM recommended
channel set
« Generates established AHI

« Airflow by cannula and thermistor
« Meets Type IV requirements

CLINICALLY VALIDATED

Based on clinical studies conducted in collaboration
with Cleveland Clinic, Johns Hopkins Hospital,
regional sleep labs, and primary care offices:

« SleepView offers high clinical benefit and
improved access to patients
- Continuum of care for your patients

EASY TO USE

Ergonomically designed for patient to
self-administer sleep test.

MULTI-NIGHT RECORDINGS

Record multiple baseline nights or
treatment efficacy studies.

SENSOR CHECK

Indicators to ensure proper sensor set-up.

SMART CHECK

Indicators to confirm data quality before returning
monitor to provider.



Premium Study Kit

Pre-Packaged Disposable Accessories (RIP belt, nasal
cannula, AAA, instructions for use).

Cloud Software

. Centralized management of patient sleep studies and
reports stored in a HIPAA compliant and secure database

« Online review and manual scoring of raw data

« Customizable report generation with digital signature
« Actigraphy based sleep/wake analysis

- Automated respiratory event scoring

- Complimentary software upgrades and support
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Optional Accessories

AUXILIARY PORT

ID CHECK™

IDcheck sensor authenticates
patient identity.

« Easy-peel adhesive
» One-step

« Single-use

« Tamper-proof
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MONITOR CPAP
TREATMENT

Collect airflow data from
patients while on CPAP
(pressure settings up to
20 cm H20).
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Specifications

Sleep Device Type Type lll and Type IV

Dimensions 3"x2.6"x0.7"

Weight 2oz

Power 1 AAA battery (powers 1 sleep study)
Memory 1 GB internal memory (multiple-night recording)

8 Channels Heart rate

Pulse oximetry
Respiratory airflow (compatible with CPAP)
RIP respiratory effort belt

Snore

Body position

Auxiliary (Second RIP respiratory effort,
Thermal airflow, or Chain of Custody)
Integrated Actigraphy (Total Sleep Time)
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SleepView® Starter Kit Contents:

SleepView” Monitor

USB Data Cable

Pulse Oximetry Sensor

Quick Start Guide

SleepView” Manager Software
Unlimited access to cloud software

CleveMed

Minimum System Requirements
for Web Portal Software

Microsoft® Windows® 8.1, 10, or newer
2.4 GHz processor

1 GB of RAM

2 GB available hard disk space

USB port

Google Chrome™ (See Web Portal for the
complete list of supported web browsers)
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E SleepView® is made in the U.S.A

Caution: Federal law restricts this device to sale
by or on the order of a healthcare provider only.
Windows and Microsoft are registered
trademarks of Microsoft Corporation. Chrome™
browser is trademarked by Google LLC.
ReadyRIP™, and IDcheck™ are trademarks of
Beacon Bio Dx, LLC. SleepView® is manufactured
by and a registered trademark of Beacon Bio Dx,
LLC. SleepViewSM Direct is a service mark of
Beacon Bio Dx, LLC. Beacon Bio Dx, LLC. (d.b.a.
CleveMed)

CleveMed, SleepView® diagnostic system and/or
services, their use and/or applications are
covered by one or more of the US patents
shown on
https://clevemed.com/clevemed-patents.
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